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Solar Street Light

All-In-One Design

e All-weather commercial grade
aluminum housing

e High-efficiency solar panel
e Powerful Lithium-ion battery
* Industry leading MPPT solar controller

* Embedded motion sensor
* High output LED light diodes

e Swivel hinge for optimal light
placement

Wall Mount

Motion Sensor

Light illuminates to 3x brightness while motion is detected.

Pole Mount

Installation

e Easy installation options

Solar Shell

TURTLE SAFE LIGHTING

MS3 Longboy
3 LED Panels

MS2 Shortboy
2 LED Panels

* No wiring or electrician required

e All hardware and mounting
brackets included
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How it Works

Sunlight is converted into power that charges the battery.
At night, the controller directs the stored energy to power
the LED lights. Each unit features an automatic daily On/Off

dusk to dawn cycle for hands off operation.

Model MS2 Shortboy MS3 Longboy
Power 15W 30w
Solar Panel 10W 10V 15W 10V
Recommended Installation Height 12-15 feet 15-18 feet
Illuminated Coverage Area TBD TBD

Battery 5000mA 7.4V 7500mA 7.4V
CCT K 3000~6000K 3000~6000K
Beam Angle 70° *150° 70°*150°
Chip 150LM/W 150LM/W

Dimension (in)

18.3" x 7.1" x 1.65"

26.1" x 7.1" x 1.65"

Application

Streets, Parking Lot, Walkway, Farm




